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Entry-Level SD PVR : [Satellite] Entry-Level SD PVR : [Terrestrial]

• System Specification

2 DVB-S Tuner

Linux Operating System

12 Digit VFD (Vacuum Fluorescent Display)

S/PDIF Output for Digital Audio and Dolby AC-3 Bit Stream Output

True Color OSD (On-Screen-Display)

Very Low Stand-by Power Consumption (<1W)

Supports DVB Teletext and Subtitle and Memorize DVB Teletext up to 1000 pages

Memory for up to 3500 TV and 1500 Radio Channels

PiP (Picture-in-Picture)

• Multimedia Support

Digital Picture Viewer with Diverse Slide Show Effects

Music-Player and Various Plug-In Applications Support

• Interface for External Device

USB 1.0 Host Interface for Digital Camera, Memory Stick, and Other Devices

10/100 Mbps Ethernet

Remote Video Play Function through Ethernet

Easy-To-Use PC Software for Set-top Box Control

• PVR Feature

Record Two Channels while Time-Shifting Another Channel using State-Of-The-

Art FPGA

Easy Recording through Super-Fast EPG

Stand-alone Recording Edit Function

MS430SDVB-S  TWIN PVR

MS430S (DVB-S  TWIN TUNER PVR)

• System Specification

2 DVB-T Tuner

Linux Operating System

7 Segment LED Display or 12 Digit VFD (Vacuum Fluorescent Display)

S/PDIF Output for Digital Audio and Dolby AC-3 Bit Stream Output

True Color OSD (On-Screen-Display)

Very Low Stand-by Power Consumption (<1W)

Supports DVB Teletext and Subtitle and Memorize DVB Teletext up to 1000 pages

Memory for up to 3500 TV and 1500 Radio Channels

PiP (Picture-in-Picture)

• Multimedia Support

Digital Picture Viewer with Diverse Slide Show Effects

Music-Player and Various Plug-In Applications Support

• Interface for External Device

USB 1.0 Host Interface for Digital Camera, Memory Stick, and Other Devices

RS-232

Easy-To-Use PC Software for Set-top Box Control

• PVR Feature

Record Two Channels while Time-Shifting Another Channel using State-Of-The-

Art FPGA

Easy Recording through Super-Fast EPG

Stand-alone Recording Edit Function

MS430TDVB-T  TWIN PVR

MS430T (DVB-T  TWIN TUNER PVR)
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Entry-Level SD PVR : [Cable]

• System Specification

2 DVB-C Tuner

Linux Operating System

7 Segment LED Display or 12 Digit VFD (Vacuum Fluorescent Display)

S/PDIF Output for Digital Audio and Dolby AC-3 Bit Stream Output

True Color OSD (On-Screen-Display)

Very Low Stand-by Power Consumption (<1W)

Supports DVB Teletext and Subtitle and Memorize DVB Teletext up to 1000 pages

Memory for up to 3500 TV and 1500 Radio Channels

PiP (Picture-in-Picture)

• Multimedia Support

Digital Picture Viewer with Diverse Slide Show Effects

Music-Player and Various Plug-In Applications Support

• Interface for External Device

USB 1.0 Host Interface for Digital Camera, Memory Stick, and Other Devices

RS-232

Easy-To-Use PC Software for Set-top Box Control

• PVR Feature

Record Two Channels while Time-Shifting Another Channel using State-Of-The-

Art FPGA

Easy Recording through Super-Fast EPG

Stand-alone Recording Edit Function

MS430C (DVB-C  TWIN TUNER PVR)

Tuned to your life!
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HD Product High-End SD Twin Tuner PVR Entry-Level SD Twin Tuner PVR

MS850S MS630S MS450S MS450T MS450C MS430S MS430T MS430C

     Power Supply

Input Voltage AC 90~250V AC 90~250V AC 90~250V AC 90~250V AC 90~250V AC 90~250V AC 90~250V AC 90~250V

Operating Power Consumption Max 45W Max 35W Max 35W Max 35W Max 35W Max 35W Max 35W Max 35W

Stand-by Power Consumption <1W <1W <1W <1W <1W <1W <1W <1W

     Main System

CPU ST ST40 300MHz ST ST40 300MHz IBM PowerPC 252MHz IBM PowerPC 252MHz IBM PowerPC 252MHz IBM PowerPC 252MHz IBM PowerPC 252MHz IBM PowerPC 252MHz           

FLASH Memory 16MB 16MB 8MB 8MB 8MB 8MB 8MB 8MB

DRAM 192MB DDR 192MB DDR 48MB SDRAM 48MB SDRAM 48MB SDRAM 48MB SDRAM 48MB SDRAM 48MB SDRAM

     Front Panel

Keys 0 5 4 4 4 5 5 5

LED 1x 2 Color LED 1x 2 Color LED 1x 2 Color LED 1x 2 Color LED 1x 2 Color LED 1x 2 Color LED 1x 2 Color LED 1x 2 Color LED

Display 16 Digit VFD 12 Digit VFD 16 Digit VFD 16 Digit VFD 16 Digit VFD 12 Digit VFD 7 Segment LED Display or 12 Digit VFD 7 Segment LED Display or 12 Digit VFD 

USB Port 1x USB 2.0 Host 1x USB 2.0 Host X X X 1x USB 1.0 Host 1x USB 1.0 Host 1x USB 1.0 Host

CI 2 2 2 2 2 2 X X

Smartcard 1 1 1 1 1 1 1 1

     Back Panel

Tuner 2x DVB-S2 DVB-S2 2x DVB-S 2x DVB-T 2x DVB-C 2x DVB-S 2x DVB-T 2x DVB-C

RCA O O O O O O O O

SCART TV, VCR TV, VCR TV, VCR TV, VCR TV, VCR TV, VCR TV, VCR TV, VCR

YPbPr O O X X X X X X

HDMI O O O O O X X X

S/PDIF O O O O O O O O

RF Modulator X X O O O X X X

External SATA X O X X X X X X

Ethernet O O O O O O X X

RS-232 X X X X X X O O

USB Port 2x USB 2.0 Host 2x USB 2.0 Host 1x USB 2.0 Host 1x USB 2.0 Host 1x USB 2.0 Host X X X

     Physical Specification Dimension(BxHxTmm) 380x282x60 340x260x60 380x282x60 380x282x60 380x282x60 340x260x60 340x260x60 340x260x60

 Technical Specification
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